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RESERVOIR COURSE
SEE STD DETAIL 643

PERVIOUS CONCRETE
SEE STD DETAIL 643

GEOTEXTILE FOR SEPARATION
SEE STD DETAIL 643

PERVIOUS CONCRETE SIDEWALK ADJACENT TO CURB
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7/ STD DETAIL 304A. RESERVOIR COURSE
EXTEND TO 6" BELOW SEE STD DETAIL 643
RESERVOIR COURSE
BIORETENTION SOIL SEE NOTE 4 PERVIOUS CONCRETE
MIX, OR AS REQUIRED SEE STD DETAIL 643

GEOTEXTILE FOR
SEPARATION PER SPEC
SEE STD DETAIL 643

ADJACENT TO BIORETENTION OR DITCH
PERVIOUS CONCRETE SIDEWALK
NTS

NOTES:

1. ROUGH GRADE DITCH OR BIORETENTION FIRST.

2. SUBGRADE SHOULD NOT BE COMPACTED.

3. COVER TO PROTECT SURFACE UNTIL FINAL LANDSCAPING IS COMPLETE.
4. INSPECTOR MAY WAIVE BARRIER CURB DEPENDING ON SITE CONDITIONS.

NATURAL RESOURCES/STORMWATER ENGINEERING MANAGER

STANDARD DETAILS
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